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HEXON CALCIUM SULFONATE GREASE 

DESCRIPTION                 

Mineral ratios are high viscosity, extreme pressure added (EP) calcium sulfonate oil. It has   been specially 

developed for use at high temperatures and very heavy loads and has high resistance to water and steam. 

Its operating temperature is between -20-250°C and it has a high load lifting capacity (800kg). 
 

CARACTERISTICS 

• Thanks to qualified EP additives, it provides high performance even under heavy load. 

• It has a high dropping point and works easily at high temperatures. 

• With its water resistance, it provides very good performance even in aqueous environments. 

• It maintains its consistency even after long fatigue. It absorbs impact and vibration loads and 

reduces friction and wear. 

• It can be used without any problems in central lubrication systems. 

• It reduces maintenance and operating costs by extending bearing life. 
 

APPLICATION 
 

• Drawing, straightening and transfer ways in continuous casting 

• Cooling platform relays 

• Bearings and sliding bearings in rolling mills with low and medium speeds, vibrating and impact loads, and 

high temperatures. 

• Automotive, paper, mining, cement, agricultural and construction equipment sectors 

• Moving belt conveyor beds, crane mechanisms, marine vehicles operating in difficult condition  

 

TYPICAL PROPERTIES 

 

 
* Values shown may differ between productions 

 


