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HEXON MOULD OIL 
 

DESCRIPTION                 

Mould oil is a mould separator used by preparing aqueous emulsion. It has been 

formulated to prevent the adhesion of concrete on the mould thanks to the finely refined 

mineral oils and special additives. It makes the surfaces of the objects smooth and protects 

the metal moulds against corrosion and rust. 
 
 

CARACTERISTICS 

• Maximum oxidation resistance-ready to use, easy to apply. 

• Ensures fast and easy removal of the mould.  

• Prevents rustformation.  

• Significantly reduces the workmanship and mould cost.  

• Improves the efficiency and life of the mould.  

 

APPLICATION 
 

Mould surfaces to prevent adhesion of concrete. 

 
TYPICAL PROPERTIES 

TEST METHOD UNIT -8 -15 -100 -150 

  Density @15°C ASTM D 4052 g/ml 0,88 0,885 0,887 0,892 

  K.Viscosity @40 °C ASTM D 445 cSt 8 15 100 150 

  K.Viscosity @100 °C ASTM D 446 cSt 2,65 3,8 11,42 14,63 

  Viscosity Index ASTM D 2270  146 138 120 118 

  Flash Point ASTM D 92 °C >180 >180 >220 >220 

  Pour Point ASTM D 97  °C     <-29 <-25 <-25 <-22 

 

  * Values shown may differ between productions 

 


