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HEXON SUPER PLUS 15W-40 CI-4 

 –HEAVY- DUTY– 

DESCRIPTION            
Multigrade motor oil for the lubrication of gasoline and diesel engines of passenger cars and 

commercial vehicles with natural aspiration or turbocharging. This oil is characterized by a 

combination of good detergent and dispersion properties, together with low ash content. 
 

CARACTERISTICS 

• It does not lose its protective properties even under difficult work conditions thanks 

to the stable durability of the film it forms. 

• It preserves its properties until the next oil change thanks to its high oxidation 

stability.  

• Total engine protection:  outstanding engine cleanliness and durability. 

• Cold start: excellent fluidity at low temperatures. 

• Drain interval extension: longer oil drain interval. 
 

APPLICATION 
 

It is developed to meet the lubrication requirement of light and heavy commercial vehicles 

of the construction, mining, and transportation sectors. 
 

PERFORMANCE 

API SN/CF-4/CI-4/CJ-4/CK-4, ACEA E7-E22, JASO DH-1, Volvo APPROVAL VDS 3, Mack 

APPROVAL EO-N, Renault APPROVAL RLD-2, MB 228.31, MAN 3275-1, Deutz DQC III-10, 

MTU Oil Type 2, Cat ECF-1a, Cummins CES 20078, DDC 93K215, Ford WSS M2C171-F1, 

Global DHD-1 
TYPICAL PROPERTIES 

TEST METHOD UNIT TYPICAL VALUES 

  Density, @15 °C ASTM D 4052 g/ml 0,886 

  K.Viscosity @40 °C ASTM D 445 cSt 114 

  K.Viscosity @100 °C ASTM D 446 cSt 15 

  Viscosity Index ASTMD D 2270  139 

  Flash Point ASTM D 92 °C 240 

  Pour Point ASTM D 97  °C -30 

    

 
* Values shown may differ between productions   


