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HEXON XTR PLUS MONO SAE 10 

 

DESCRIPTION                 

This 10W monograde engine oil is characterized by a combination of good detergent and 
dispersant properties, together with a low ash content suitable for a large range of 
vehicles. 
 
 

CARACTERISTICS 

• Prevention of deposit and sludge accumulation in the engine; 

• Perfect for extremely hot climates/summer conditions; 

• Resistance against piston varnishing under heavy load; 

• Keeps the engine clean by preventing the formation of deposits and residues. 
 

APPLICATION 
 

SAE 10 is formulated with quality mineral base oils and additives for the lubrication 
of gasoline and diesel engines of all types of passenger & commercial vehicles. 
 

PERFORMANCE 
 

• CF/SF, CC/SC 
 

TYPICAL PROPERTIES 
 

TEST METHOD UNIT TYPICAL VALUES 

  Density, @15 °C ASTM D 4052 g/ml 0,886 

  K.Viscosity @40 °C ASTM D 445 cSt 36,8 

  K.Viscosity @100 °C ASTM D 446 cSt 6 

  Viscosity Index ASTMD D 2270  107 

  Flash Point ASTM D 92 °C 220 

  Pour Point ASTM D 97  °C -30 

 
 

  * Values shown may differ between productions  

  


